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AMENDMENT TWO (2)

June 20, 2017

TO:

SUBJECT: IFB013BOCC17(C) Purchase & Installation of
Perimeter Fence at Golden Grove Adult
Correctional Facility & Detention Center, St.
Croix

INSERT: Questions & Answers & Drawings

All other terms and conditions remain the same.

A copy of this amendment must be returned with your bid.



GOVERNMENT OF
THE VIRGIN ISLANDS OF THE UNITED STATES
—
PUBLIC WORKS DEPARTMENT
6002 Estate Anna's Hope
Christiansted, St. Crolx, V.. 00820-4428

Tel: (340) 773-1290
DIVISION OF ENGINEERING Fax. (340) 773.0670

ADDENDUM # 2

DATE: June 19, 2017

IFBO13BOCC17(C) — Bureau of Corrections Security Fence Golden Grove,

St. Croix
****************************************************#********

QUESTION: What is the required minimum and maximum space between
4 Terminal post?

ANSWER: The maximum space (span) between the 4 post is 7 feet

Question: On the drawing labelled PG-4 it specifies the installation of
rectangular post for Anti-climb fence without footing, however there is a
specific mention of 12" concrete footing that will be constructed under the
fence to hold the wire in place. This information is rather conflicting, since
on pG-3 under “typical fence detail” it shows the detail for an 8"x12"
concrete footing. Please clarify?

Answer: The security fence shall be constructed with a continuous 12" high
x 8" thick footing. Therefore please refer to the detail on page 3. The label
on page 4 says “ Rectangular post for Anti-Climb fence without the footing”.
Again, this fence has a continuous 12”x8” footing.

Question: In terms of concrete. There isn’t any detail SpECLfyl.l'ig the strength
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Answer: For this project the concrete strength shall be 3000 PSI.

Question: On the sheet labelled PG-3 there is a detail that shows the
“connection to the fence post detail” however in this detail it shows a sch-40
round post. What are the required fence post? Is it the 3”x3" regular post or
are sch-40 round post an option, and if so what is the diameter of the round
post?

Answer: This fence shall be constructed with the rectangular post.

Question: On PG-3, the “post in concrete” detail is different to the same
detail post in concrete detail on PG-4. Which detail is going to be used for
this project?

Answer: The detail on page 3 will be used for this project with a concrete
depth of 24” and a width of 16”. The correction was already made in the
drawing and will be distributed.

Question: On PG-7 there is a detail which shows the horizontal rails as being
rectangular, however on page 3 all of the as specified to be 1-5/8 round
pipe? Which detail is going to be the standard for this project?

Answer: The horizontal rails shall be used for this project as shown on PG-7

Question: There isn’t any detail specifying how the razor wire will be
connected installed. Please provide information such as the min/max loop
spacing, fastener type, e.t.c

Answer: The razor wire will be connected to the Top Rail with 2" cover
plate. The diameter of the loops are 24" spaced at 12” on center.

Question: Due to the magnitude of this project, I think it would be advisable
to include in the bid-sheet a specific line item for mobilization

Answer: Yes, the project is a large one and as you have suggested
mobilization could have been added as a separate line item on the bid sheet.
This was not done and so each contractor can mark-up the respective line
items to reflect this.

Question: Can you please provide a bituminous pavement detail showing
base requirements? Since this will be a turnaround is there going to be
compaction testing done? And if so at what percentage?



Answer: The present existing road will be a part of the turnaround. It will be
however be widen to construct the tumaround. Only the extension of the
road will have the granular road base of 4”. The depth of the asphalt will be
2”. A detail will be submitted.

Contractors please take note that the second gate will be powered as well
as is the case with the first gate. This is a mandate from the B.0.C
Director. Electrical power for gate N0.2 will be obtain from the generator
room. Please revisit the site.
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TYPICAL FENCE DETALII

— 10 gage x 17 minimum flat bar SCH-40 post or equivalent
formed as m:nﬁ high strength post
i }...\nn..na...uu...
o §/16°x1-172" LG. carriage bolt _‘_,‘_\ . 2
18 o4 Rl ol \___. Square holes this side typ.
Bracket Spacing -
Not To Exceed A /
ﬂ. ml o.c - Walded wire fabric
Ll 14 G overlapplng at line post 10 gage x 1" min. fat bar, fength
will vary depending on post dia.
END CORNER CONNECTION POST IN CONCRETE CONNECTION OF FENCE TO POST DETAII
18" stainless steel razor wire colls
187 stainless steel razor wire coils
4 NOTES:
Attached | Fittings and accessaries, hot-dip zinc
B [y = -
7 SIS Using | coated in accordance with ASTM A 153
- Brackets {
=~ = Clamps available for 3", 3-1/2", 4",
HORIZONTAL GALVANIZED RAILS (1-5/8%) 1447 BT, 6-5/8", and 8-5/8" diameter post/
q:,_mmw, AT | For additional information contact
: " manufacturer.
GALVANIZED POST PLANTED IN CONCRETE 3

PSI PORTLAND CEMENT CONCRETE CONTINUOUS FOOTING(8* THICK)
= FENCE PANELS SHALL BE SECURED INTO THE CONCRETE

DIVISION OF ENGINEERING
6002 ESTATE ANNA'S HOPE
CHRISTIANSTED, V.1. 00820
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Bracket Spacing
Not To Exceed

2’ overlap

13" o c — l_ s
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4 Diameter—| I.._wm”..-umuunuuummunuum b 2'x2'x10.5, 8, 8.5 or 6
Terminal Post [~ HH T 2-1/4°x2-1/4"x10,5, 8, 8,5, or 6
— nuw = Goge Welded Mesh
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\I_w.\m. Dia, Bolt
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i Bolt Spacing Not To Exceed 14° o c.
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T'o.c.
24' PVC Coated
8'o.c.
Cooting Options PVC or Galvanized Galvanized

RECTANGULAR POST FOR ANTI-CLIMB FENCE WITH OUT FOOTING
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